Saniti;ed Copy Approved for Release 2010/05/27 : CIA-RDP80T00246A028500320001-0 , 7

N N
. v .

‘s PS

CENTRAL INTELLIGENCE AGENCY

This rial ins infor i ing the National Def: of the United States within the meaning of the Espionage Laws, Title
18, U.8.0. Secs. 793 and 794, thi or ion of which in any to an unau person is prohibited by law.
S-E.C_R.E_T ‘ 25X1

COUNTRY East Germany REPORT
SUBJECT Unidentified Installation near DATE DISTR. 8 AU 1960

Hinrichshagen .(Rostock)

NO. PAGES 1
REFERENCES RD
DATE OF
INFO. 25X1
PLACE &
DATE ACQ. 25X1
SOURCE EVALUATIONS ARE DEFINITIVE. APPRAISAL OF CONTENT IS TENTATIVE.
report on the unidentified installation

nearing completion on a new site near Hinrichshagen, 12 km. north-

northeast of Rostock. The four pages of the report are essentially an

‘explanation of the sketch included.

25X1
25X1
N QR _R_E_T

STATE [ x Tarmy | x [navy I xlaw [ x[rsa [x [Fer ] [ 1

(Note: Washington distribution indicated by “X"; Field distribution by “#*.)

INFORMATION REPORT INFORMATION REPORT
™ Sanitized Copy Approved for Release 2010/05/27 : CIA-RDP80T00246A028500320001-0




Sanitized Copy Approved for Release 2010/05/27 : CIA-RDPS0T00246A028500320001-0

Aranr?T 25X1
25X1
Dotes 23.,6.60.
DAST CHRANY/U.S.S.E.
HILITARY/ATR
Unidentified Installation neor HIVRICHSHAGEN (ROSTOCK)
(Februnry - Moy, 1960)
‘ 1. Attached as Appendix "A" is a layout sketch of a newr site,
construction of vhich is nenring completion, on the ROSTOCKER EEIDE,
near HINRICHSHAGEN (12 km W.W.,E. of ROSTOCK).
2. The site, which is located in the woods about 2% lm H.W. of
HINRICHSHAGEN, | | o5x1
2, The entire installation is enclosed by o double barbed-wire:
fence zbout %— netres hizh, A% precent the only entrance is fron
the MARKGRATENHEIDE-HINRICHSHAGEN road A mevly-constructed concrcte
road obout 10 nmetres wide runs north fronm the cexisting road 25X1
"‘ he 4 single-trock rail spur leading into the site has been completed

and is in uwsc. The syur bronches off from the existing ROSTOCK-
GRAAL-IURITZ line just north of HINRICHSHAGEN station, | | 25X1
5. he site comprises the following structures:-

"A" on sketch

L single-storicd brick building used as o headguarters building.
Russian and German nmilitary and naval personnel arc enployed in the
building. On the roof of the building are two rod-type antennae,
each about 5 metres high., In the vicinity of the building is o
netal lattice rodio nast (point "KM on sketch) about 50 metres high,
On top of the mast is a rotatable platform carrying a parabolic
dish with & dipole in the centrc., The dipole extends about 1 metre
from the centre of the dish., The top of the mast appears thuss-
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"B on sketch

- - — -

The three buildings marked "B" are single~-storey brick-built
barrack blocks occupied mostly by NVA personnel,

@ 2C%_on_sketch .

A two-storied brick-built hﬂuse used for the accomnodation of
Soviet officors. :

"D on sketch

A sunll guard-post for the NVA sentries who permanently man the
entrange to the site.

"E" on sketch

_______________ i

Location of the only rond ontrance to the site. The entrance is
guarded dey and night by two NVA guards with brown uwniforms.

' "EF on sketch

Pive wooden single-storey, roughly-built sheds used for the
aocomodation of workmen employed on construction of the site.
Konpfgruppen persomnel who worked znd trained at the site (sec
pregraph 7 below) wore also housed in these sheds.

"G" on skctch

e . o

Thrce single-sforey brick-built blocks, with slightly canted
foofs, The buildings meagsure apprex. 40 x 20 metres. Their purpose
is not knowm.

UH" on ckoeteh

Location of an area oxcavated in May, 1960. The area moasure
approx. 50 x 30 metres and has beon excavated to o dewpth of some
8 metraes,

"I" on sketeh

The northern half of the site is divided by ccncrete roadd into
four almcot square oqual arcas. In the centre of cach arca is a large
sircular concrcte pad of about 25 motres diameter., The surface of
the pad is lovel with the surrounding ground. The pads have a
thickness of about 4 metres of selid concrete.

"J" on sketch

In tho N.E, cormcr of cach of the four nrons containing the
conercte pads is an underground concrote bunker, The bunkers

§EpRHEy /300, 25X1
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measure ~bout 25 x 15 metres. Each bunker has o depth of some 2
netres, and the roof of the bunkcr is two metres bulow ground, i.o.
the original oxcavation wes four metres-decp. Each bunker has an
entrance ot the north end only.

"K' on sketch

Lozatien of the radic mast., (Sec under MAM above)

"LY on sketch

Two very large underground bunkers have been completed at thess
points, The bunkers have approximate dinensiens 20Q x 15 metres x
7-8 netres deep., The roof of each bunker is 2% least 1 netre below
ground., Iach busker is entered from the west end, where newly
censtructed concrete roads approx. 10 netres wide lead directly
below sround into the bunkers, The interior of each bunker hos an
arched roof which is net supported by pillars,

"M on sketch

- ot e s o S e

The terninal of the rail spur described in paragraph 4 abeve,

"N on sketeh
A square ~ren measuring gpprox, 300 x 300 netres hos beon clenred
of trees nt vhis peint, but no construction work has yot taken place,

UP" on sketch

- s ot 2

Two firing ranges, one for pistcls and one for riflss and nachine-
pistuls,  The ranges are believed to date from Wehrmmcht days, They
are in current use for smnll-arms firing practice at the installation.

"M on sketch

Twe conecrete roads, oach approx. 10 netres wide, under construction.
The ronds lead in the direction of the Baltic coast.

ZRY_¢n_skotch

Louble barbed-wire fence approx. 24 netros high. Only thc pertion .
of feneing rumning parallel with the MARKGRAFENHEIRE - HINRICHSHAGEN
road is shoum on the gketch; in fret the whole installation is
cnclosed by sinilar fencing.
6. The whole area of the installation is surrounded and divided
up by 10 metre wide conercte roads (heavy black lines on sketch),
At 211 juncti-ns and cross-ronds, the roads have been widencd to permit
o broad turning-cirele, All ronds have been completed except the two
markced "Q" on the attached sketceh.

7. During the perisd 2lst February - 16th Moy, 1960, Kompfgruppen
Y/
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leaders fron the Bezirkslcitung of the SED in ROSTOCK wore assigned
to the installation fur a pericd of training, The Kompfgruppen
leaders (Kampfgruppenkommandeure) were under the command of VoPo
Captoin Horst SALEWSKI, Training included lectures on tactics,
strategy and politics, as well as practical training in small-orns
hondling., The troining was orgunised and controlled by Russian
cfficcers wearing block shoulderboards with red piping., During the

" training pericd, scme 20 Russion officers and 30 cther ranks were
stutioned ot the site,

Ab.ut onc-third of the total training perisd was spent in
srganising werk-porties of NVA troops and Gernan civilians., Must.of
the werk consisted of tidying-up builders! rubble, During April,
wne of the lorge bunkers mnrked "LM -n the skotch (the more southerly
one) oS completely clearcd of Duilding nnterials and rubble, but
ne equipnent sos inst-lled. Work nls: included canouflage ‘painting
of some .f the buildings., All buildings at the site are painted with
green ~nd brovm cancuflaze paint,

G e e s 8 2 S A B n - e - —— - - — —

8. Az already stnted, the entire site is surr.unded by a d-uble
barbed~vire fence. Floodlights are mounted on pcles ot 25 netre

o intervels, and the installation is £lo0dlit ~t night. Tvo NVA gunrds
are perranently on duty at the mnin entrance, and other guards patrol
the perimeter., No woodon fencing is used, since the arca is suf-
ficiently heavily wocded t- prevent prssers-by seeing ~nything of the
installotion itsclf. Shrubs are being plonted in and arcund the
installatiin and, as riported ab.ove, the buildings Lear coucufloge
paint,

Bt s e A i i e T e i e At 2t e e e e

9. At 2300 hours ¢n 16th March 1960, a Russian rail transport
arrived ot ROSTOCK goeds station, The train conprised the followings-~ 25X1

Approx. 50 flats, each carrying two vehicles, ‘

10 flats with sheeted dovm leads, The flats had wooden side
suppcrts and the londs were completely shected dsm, The load,
which wns flat-~topped, measured approx., 10 metres x 3 uctres x
3 netres,

10, The mnjority of the vehicles rere off-loaded and driven off in
the directicn of the Ulmenstrusse barracks in ROSTOCK (BS 5481)., The
ten sheeted-down flats were shunted into o siding, and subsequently
troansported seprrately along the rail spur (sce mragraph 4 above)
into the HINRICHSHAGEN instnllntion, The loads were transferred
under cover of darkness and under NVA gunrd; part of the loads

were token directly into the two lorge bunkors adjrcent to the
roilhead;  the rest of the load whs concenled under the nearty trees,
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Headquarters building (brick) J = Undergreund concrete bunkers
(25 x 15 x 2 metres)

K = Wireless mast (parabelic reflecter)

Single-sterey brick barrack blecks

Twe-stereyed heuse eccupied by
Russian eftficers L = Undergreund bunkers (200 x 35 x 8 m)

NVA guard-pest ) M = Terminal ef rail spur
Twin NVA sentry-peints . N_=_Aresa cleared ef trees

Single-sterey weeden sheds P = Piring ranges

(barrack scoemnedatien) Q = Cencrete reads (met yet cempleted)

Single-sterey brick buildings R = Deuble barbed-wire perimeter fenae

Excavated area 50 x 30 x 8 metron)v

Circular cencrete pads, 4 metres thick.

NC mabman Alomatanr
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